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Figure 1: Our system takes as input a 3D sketch, and autoregressively generates a CAD program that produces the intended shape.

Abstract
In professional design workflows, designers often begin by creating sketch drawings before converting them into CAD programs.
However, prior work on automatically interpreting these sketches has been limited to simplified inputs and fails to account for
construction lines that are ubiquitous in real-world drawings. We present CADrawer, a system that translates 3D sketches into
CAD programs using an autoregressive approach, leveraging construction lines as a rich source of information for recovering
intermediate CAD operations. At each step, CADrawer predicts the next modeling operation and its parameters based on a
graph-based representation of the sketch, which explicitly encodes spatial and temporal relationships between strokes. To im-
prove generation quality, the system maintains multiple candidate programs in parallel, and a learned value function evaluates
these partial programs to guide the search toward the most promising candidates. CADrawer is designed as a complement to
3D sketching interfaces, building on existing methods that creates 3D sketches. We evaluate our method across several datasets,
including those containing dense construction lines and cases without ground-truth B-rep shapes. This is the authors’ version
of the work, it is posted here for your personal use. Not for redistribution. The original paper appeared in Computer Graphics
Forum, Volume 45 (2026), Number 2.

CCS Concepts
• Computing methodologies → Shape modeling;

1. Introduction

Computer-Aided Design (CAD) is a widely adopted standard for
creating 3D shapes across various industries. CAD models are typ-
ically represented as programs consisting of a sequence of paramet-
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ric modeling operations, such as extruding a 2D profile to create a
solid block or rounding an edge to create a fillet. The parameters
of these operations offer precise control on the dimensions of the
geometry produced when executing the programs.

However, creating CAD models requires significant expertise in
both planning the sequence of modeling operations and selecting
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Figure 2: Examples of sketches that our system can process
(a), compared to the examples of sketches handled by previous
work [LPBM22; LPBM20; SLX*25] (b)

them in feature-rich software interfaces. Meanwhile, sketching of-
fers a quick and �exible way for designers to visualize the 3D
shapes they have in mind, and to plan how to construct these shapes
in CAD modeling. Prior research [LPBM20; HLMB22] and design
educators [Hen12; Sto08] point to strong similarities between the
steps designers follow when sketching 3D shapes, and the opera-
tions they use to model in CAD software. In this paper, we present
a method that exploits these similarities to translate industrial de-
sign sketches into CAD programs.

Prior works [LPBM22; LPBM20; SLX*25] have introduced sys-
tems that recognize CAD operations from sketches, but these meth-
ods are restricted to sketches containing only feature lines, where
each stroke directly corresponds to an edge of the �nal geometry
(Figure 2). Relying solely on feature lines makes it dif�cult to re-
cover complex sequences of additive and subtractive operations,
since multiple edits can occur within the same spatial region and
the resulting lines may not appear in the �nished shape. In con-
trast, real-world sketches often include construction lines — auxil-
iary strokes that designers use to outline primary object parts with
simple primitives (e.g., cuboids, cylinders) before re�ning details
[GSH*19]additional reference[SIJ*07]. Such lines frequently rep-
resent intermediate shapes in the design process or help establish
perspective. While construction lines do not appear in the �nal ge-
ometry, many reveal crucial information about the process creating
the �nal shape. Figure 3 gives a typical example of a shape that pre-
vious method [LPBM22] fails to recover using only feature lines.
In contrast, our method targets sketches with construction lines and
takes advantage of this additional information.

The main challenge arises from the fact that construction lines
often outnumber feature lines, leading to visual clutter without a
direct correspondence to the �nal shape. As the number of strokes
grows, the number of possible loops formed by construction lines
also increases, as shown in Figure 4. In addition, designers may
omit or repeat strokes, which further increases ambiguity in real-
world sketches. The problem we address is to infer CAD opera-
tions and their parameters from such noisy and cluttered sketches.
Our system operates on 3D sketches, as intersections and planar cy-
cles are more easily detected in 3D than in 2D. These 3D sketches
are becoming increasingly accessible through sketch-based mod-
eling interfaces [SKSK09; WB25], sketch reconstruction methods
[GHL*20; HGSB22], and VR interfaces [YDSG21]. We demon-
strate our approach on 3D sketches that we have created using an
existing drawing interface and accompanying reconstruction algo-
rithm [WB25; HGSB22], even though our algorithm could apply to
other sources of 3D sketches.

Our key observation is that the geometric relationships between

Figure 3: We illustrate a case where Free2CAD [LPBM22] fails to
reconstruct the target shape (a) when relying solely on the feature
lines shown in (b). Since the strokes corresponding to the subtrac-
tion operation are absent, this prior method cannot recover the cor-
rect modeling process. In our method, we exploit construction lines
for additional information about intermediate structures (c). Our
method takes as input feature and construction lines represented as
ordered 3D strokes

, enabling successful reconstruction of the intended shape. NOTE:
we edited the image to include the with/without construction lines
tag for clarity.

Figure 4: Construction lines can form multiple loops on the same
surface, increasing ambiguity and complexity in sketch interpreta-
tion.

the strokes convey rich information about the underlying 3D struc-
ture. In contrast to prior work that relies on Transformer-based
models to discover stroke interactions [LPBM22], we explicitly en-
code geometric and temporal relationships in a graph where nodes
represent sketch entities and edges encode spatial interactions and
ordering between these entities. This custom representation allows
us to adopt a lightweight graph neural network for analyzing the
sketch and predicting the CAD operations. Furthermore, we aug-
ment the graph with information from the generated geometry,
which provides both spatial and programmatic context.

We adopt an autoregressive approach that predicts a single oper-
ation and its corresponding parameters at each step. This sequential
formulation allows the model to postpone uncertain decisions and
use the progressively built shape to guide more informed and im-
mediate predictions. However, like previous methods, this approach
is prone to error accumulation. We maintain a set of candidate pro-
grams in parallel and apply Sequential Monte Carlo (SMC) to re-
sample the best candidates. We use a learned value function that
evaluates each partial program and concentrates computational re-
sources on the most promising ones during the SMC process.

In summary, our system is the �rst to tackle the challenge of in-
terpreting sketches that include both feature and construction lines.
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It takes as input 3D sketches and autoregressively generates CAD
programs that can be executed to produce shapes aligned with the
input. We evaluate our system on both synthetic and hand-drawn
sketches spanning a range of complexities. Our implementation
can be found at: https://github.com/Liyb2002/Loop_
Graph

Our main contributions are:

� An autoregressive framework for translating 3D sketches into
CAD programs.

� A graph-based representation of 3D sketches that captures geo-
metric relationships between sketch entities.

� A learned value function that evaluates CAD programs by esti-
mating their potential to reproduce the depicted shape.

2. Related Works

Our work builds on two complementary streams of research —
sketch-based modeling and CAD program synthesis. We refer to re-
cent surveys for extensive discussions of these two domains [LB25;
RGJ*23].

Sketch-based modeling. The �eld of sketch-based modeling has
matured to offer a broad range of interactive and automatic ap-
proaches to create 3D shapes from 2D drawings. Optimization-
based algorithms tackle this challenge by imposing geometric
constraints between lines, such as parallelism and orthogonal-
ity [LS96], planarity [LCLT08; YLT13], symmetry [CSMS13;
PCV16]. While early methods were limited to polyhedral shapes
and clean drawings, later algorithms have been extended to curved
objects [XCS*14; SKSK09]additional reference[BBS08; SS14],
and sketches with oversketching and construction lines [GHL*20;
HGSB22; YDSG21]. Building on this body of work, we assume
that our input is a 3D sketch created with these methods. Taking
3D sketches as input facilitates the detection of sketch entities and
their spatial relationships, allowing us to focus on recognizing CAD
operations from such entities.

We contribute to the family of works that recognize para-
metric shapes from sketches [HKYM16; NGG*16; LPBM20;
LPBM22; PMKB23; SLX*25]. In particular, our method is clos-
est to Free2CAD [LPBM22] that autoregressively identi�es groups
of strokes that depict CAD operations and derive their parameters.
However, both works are limited to simple, clean contour draw-
ings that only contain feature lines that appear in the �nal shape. In
contrast, the design sketches we target contain construction lines,
which provide additional information about intermediate CAD op-
erations, but also make the identi�cation process more challenging.

Learning to Recover CAD Programs Our work also relates to
the more general goal of reverse engineering CAD models from di-
verse input, such as voxel grids [SGL*18; TLS*19; LWJ*22], point
clouds [WXW18; DIP*18; WXZ21; LOWS23; GLP*22; SLK*20;
RDM*24], boundary representations [XPC*21] or others [CF25;
WZW*24]. Working on sketches gives us a unique advantage, as
the drawing sequence we take as input not only depicts the �nal
shape envisioned by the designer, it also describes how the de-
signer plans to construct it. This additional information helps recov-

ering the ordering of CAD operations, as observed by prior work
on sketch-based modeling [LPBM20; LPBM22].

Inspired by prior on deep learning for CAD, we propose to rep-
resent 3D sketches with a graph structure that encodes stroke or-
dering, stroke intersections, and stroke loops. This choice aligns
with the inherent nature of CAD boundary representations (B-reps),
where graphs naturally capture the relationships between faces,
edges, and vertices. Many previous works have proposed their own
graph representations tailored to the speci�c needs of their tasks
[XPC*21; CRN*22; WJC*22; JHC*21; JNK*23]. Our represen-
tation jointly encodes the 3D sketch and the B-rep generated by
executing the CAD program, which enables effective mapping be-
tween our input and output while providing spatial context for pro-
gram generation.

Our approach also builds on ideas from previous works in pro-
gram synthesis [ENP*19; ERST18; CLS19; TLS*19; KMP*18]
that incorporate execution-based feedback into autoregressive gen-
eration. Speci�cally, we adopt an autoregressive approach to cap-
ture the sequential nature of CAD programs, where later operations
often depend on geometry generated in earlier steps. We extend this
paradigm by executing the partial program at each step, comparing
the resulting B-rep with the input 3D sketch, and using spatial feed-
back to guide the next prediction. This execution-feedback loop
enables the system to remain aware of construction progress and
avoid redundant operations.

3. Approach

Our system takes as input a 3D sketch – a sequence of ordered
3D polylines, each represented by 10 sampled points – and outputs
a CAD program that generates the intended 3D shape. We adopt
an autoregressive generation process that adds one CAD operation
token and its corresponding parameters at each step. Each autore-
gressive step consists of three actions. First, the system constructs
a graph representing the current generation state (Section 4). Next,
the policy module predicts the next CAD operation and selects the
relevant subset of strokes or loops to determine its parameters (Sec-
tion 5). Then, the system executes the current program to produce
an updated B-rep and compares it against the input 3D sketch to
identify which strokes have been explained.

We maintain multiple program samples in parallel. After each
step, once all samples have �nished execution, a learned value func-
tion evaluates their current states, and a resampling step reallocates
computational resources to the most promising samples (Section 6).

Similar to previous sketch-to-CAD works [LPBM20; LPBM22;
SLX*25] and many other CAD research efforts, our system sup-
ports four fundamental CAD operations: profile, extrude,
fillet, and chamfer (Figure 6). Boolean operations emerge
from the extrude direction. Extruding outward add material, while
extruding inward subtract material.

4. Graph Representation

At each autoregressive step t, we construct a heterogeneous graph
Gt = (V;E) where nodes V represent sketch entities, and edges E
encode spatial relationships and sequential orderings between these
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Figure 5: Our system takes as input (a) a 3D sketch and performs autoregressive generation to produce (g) a CAD program, and (h) the
resulting B-rep shape by executing the program. We create multiple samples that run in parallel, which are resampled after each step to
maintain diversity and guide the generation progress. At each autoregressive step, we �rst build a graph (c) representing the current state
of the reconstruction (Section 4), and then the policy module (d) predicts a CAD operation and identi�es the strokes used to derive its
parameters (Section 5). The current program is then executed and compared with the input 3D sketch to mark off the strokes that are already
represented in the current program (e). This feedback is used as input for the next step. After each step, the value function (f) estimates the
likelihood of success for the current program state, allowing us to focus the search on more promising samples (Section 6).

Figure 6: Our system supports six operations: profile, ex-
trude, fillet, chamfer, add, and subtract.

entities.(Figure 7a,b). To capture the program state, we execute the
partially generated CAD program to produce a B-rep and compare
it against the input 3D sketch to identify which strokes have already
been explained (Figure 7c). This information is encoded as a binary
usage �ag on the corresponding nodes. This comparison provides
spatial grounding, as it is dif�cult for neural networks to perform
spatial reasoning solely from symbolic program tokens. The result-
ing uni�ed graph is in one-to-one correspondence with the evolving
CAD program, ensuring that each program state has a unique graph
representation. This graph serves as input to both the policy module
and the value network, providing information from both the sketch
and the CAD program.

Prior work such as [YZF*21] represents sketches as graphs
where nodes correspond to sampled points and edges to stroke
segments. However, this approach captures only local geome-
try and struggles with more complex sketch structures. In con-
trast, Free2CAD [LPBM22] models sketches as sequences us-
ing a Transformer-based architecture to capture temporal order of
strokes, but neglects spatial relationships and incurs substantial
computational costs (9 days of training reported). Concurrently to
our work, Sketch2Seq [SLX*25] is based on a graph structure that
encodes strokes as nodes and local and distant spatial relationships
as edges, but it ignores stroke ordering and larger entities such as
loops formed by successive strokes.

Our method combines the strengths of these approaches: we en-

code both sequential and spatial relationships in a uni�ed graph
structure using heterogeneous edge types. This allows for ef�cient
processing with a lightweight graph neural network that can be
trained within a few hours. Furthermore, our graph includes two
types of nodes: stroke nodes and loop nodes. Loop nodes repre-
sent coplanar, closed groups of strokes that typically de�ne pro�le
regions for planar operations. These nodes ensure that the pro�le
detection module can consistently identify closed, complete sketch
planes. Another challenge is the ambiguity of stroke roles, where
the purpose of a stroke may only become clear after earlier parts
of the sketch are interpreted. Our graph representation addresses
this by allowing each stroke to reason about its spatial and tempo-
ral neighbors and the usage status of those neighbors. We provide
pseudocode for the graph construction pipeline in Appendix A.

4.1. Graph Nodes

The input 3D sketch is represented as a set of polylines, with each
polyline sampled at 10 points. For each stroke, we �t a parametric
function (e.g start and end points of a line) based on its geome-
try, including: straight lines, circular arcs, full circles, ellipses, and
free-form curves. Each stroke node in our graph encodes the corre-
sponding parametric function, the stroke's opacity, its type, and a
binary label indicating whether it is used in the Brep when execut-
ing the current program. In contrast, each loop node contains only
a binary indicator for B-rep usage. We provide additional details on
the node feature representations in Appendix B.

4.2. Graph Edges

The graph edges capture both the spatial relationships between
nodes and the temporal order of stroke execution. Stroke-order
edges are directed, re�ecting the sequence in which strokes are
drawn, whereas all other edges are undirected and de�ned solely by
geometric relations. To assess the contribution of each edge type,
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Figure 7: An overview of the graph (a), and a zoomed-in view
(b). Panel (c) shows the process of marking off strokes. We exe-
cute the CAD program incrementally to produce all intermediate
shapes generated throughout the process. This is because certain
edge features, especially those involved in subtracts, may not
appear in the �nal shape. The resulting mark-off (in blue) indicates
which strokes have been explained by the current program.

we perform an ablation study in Section 8.5. The edge categories
are as follows:

� Stroke-to-Stroke Edges: Capture intersection between strokes
in the 3D sketch.

� Loop-to-Loop Edges: Capture intersection, containment (which
loop contains which), and perpendicular relationships between
loops.

� Stroke-to-Loop Edges: Indicate which strokes constitute a par-
ticular loop.

� Stroke-order Edges: Capture the order in which strokes were
drawn.

The detailed algorithm for building the graph edges can be found
at Appendix C.

5. Policy Module

Our system autoregressively generates a CAD program P =
fp tgT

t=1 , where each pt = (o t ;qt ) denotes a CAD operation ot and
its associated parameters qt . At each timestep t, the policy mod-
ule takes as input the graph constructed in Section 4 and performs
three tasks: (1) predicting the next CAD operation ot (Section 5.2);
(2) selecting the relevant strokes from S (Section 5.2); and (3) in-
ferring the operation parameters qt based on the selected strokes
(Section 5.3). Example programs can be found in Appendix D.

5.1. Graph Encoder

We use a shared Graph Convolutional Network (GCN) encoder to
compute node embeddings from the input graph Gt . These embed-
dings are then fed into task-speci�c decoders for different tasks. We
provide detailed architecture of the network in Appendix E.

5.2. Task-Speci�c Decoders

We design different decoders tailored to different tasks, each fol-
lowing a speci�c pipeline (see Figure 8), and train them separately.
For each decoder, we initialize a separate graph encoder and jointly
train the encoder–decoder pair on the corresponding target task.

5.2.1. Operation prediction.

To predict the next CAD operation token (Figure 8a), we perform
cross-attention between the program embedding (as query) and the
graph embeddings (as key and value), thereby annotating the pro-
gram with geometric context. We then apply self-attention over the
annotated program embedding (the [CLS] token) to aggregate in-
formation and produce the next program token. Our loss function
is the standard cross-entropy loss, which penalizes the model when
it assigns low probability to the correct operation token, in which
ŷop denotes the predicted probability distribution over the operation
tokens and k denotes the index of the ground-truth operation token:

L op = � log ŷ op;k; (1)

5.2.2. Stroke and Loop Feature Selection.

For operations that require geometric input, such as selecting a
loop for Profile, strokes for Extrusion, or strokes for Fil-
let/Chamfer, we perform binary classi�cation over the relevant
nodes (Figure 8b,c,d). For each node v, we compute a selection
probability by minimizing the following focal loss:

L stroke= � å
v2V stroke

a(1 � p̂ v)
gyv log p̂v; (2)

where yv 2 f0;1g indicates whether stroke node v is selected,
and p̂v 2 (0;1) is the model-predicted probability that v is selected.
We use the focal loss [LGG*17] with g = 1:5 to down-weight easy
examples via the factor (1� p̂v)g, mitigating the strong class imbal-
ance since only a small fraction of nodes are selected at each step.
We always set a = 1:0 for uniform class weighting.

The loss function in Eq. (2) serves as the common objective for
all geometric selection tasks. The speci�c pipeline for construct-
ing the candidate set of graph nodes, however, differs by task, as
described below:

� Pro�le selection (b): An MLP is applied to the loop embed-
dings, followed by binary classi�cation. The loop with the high-
est probability is selected.

� Extrusion (c): We identify the extrusion face using a two-round
encoding–decoding process: the �rst round predicts extruded
strokes from the �agged pro�le loop, and the second round uses
these �agged strokes to determine the resulting extrusion face.
We provide more details of this approach in Appendix G.

� Fillet and chamfer selection (d): An MLP is applied directly
to the stroke embeddings, followed by binary classi�cation. The
contributing strokes are then selected.

5.3. Finding Operation Parameters

Given the strokes (or loops) selected for each operation, we ex-
tract continuous values required to execute that operation. A major
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Figure 8: Overview of the decoder architecture. Each submodule is responsible for a speci�c task: (a) operation prediction, (b) pro�le
selection, (c) extrude face selection, (d) �llet/chamfer selection, and (e) value network.

challenge is that the input strokes are sketches that are inherently
imprecise, making it dif�cult to recover exact parameter values di-
rectly. To address this, we employ a set of geometric algorithms to
infer the parameters, as detailed in Appendix F.

6. SMC Based Program Sampling

Performing the entire autoregressive generation process in a sin-
gle shot is challenging. First, errors can accumulate across steps,
compounding over time. Second, 3D sketches are often ambigu-
ous so that multiple valid interpretations may exist, and later deci-
sions may depend on earlier ones. To capture this uncertainty and
maintain a diverse set of plausible solutions, we adopt a Sequen-
tial Monte Carlo (SMC) framework that maintains a set of samples
CAD programs, referred to as particles.

All particles are initialized from the same state: the empty pro-
gram. At each timestep t, each particle samples its next step from
the policy module, which involves predicting the next operation to-
ken and selecting the corresponding strokes. This procedure de�nes
the prior distribution:

p
�

x(i)
0:t

�
=

t

Õ
k=1

p
�

x(i)
k j x(i)

0:k�1

�
;

where x(i)k denotes the program step chosen at time k by particle i.

SMC then approximates the posterior distribution p(x0:t j y),
where y is input graph Gt . As directly computing this posterior is
intractable, SMC resamples the particles based on a learned value
function V(x0:t) (Section 6.1). This resampling helps recover from
early mistakes and maintain diversity among plausible particles ,
which is particularly important for complicated sketches. We show
an example of this process in Figure 9, and we describe the resam-
pling algorithm in details in Appendix H.

6.1. Value Function

We need a scoring function that evaluates how well a candidate
CAD program matches the target sketch. Since different execution

Figure 9: We present an example of resampling using SMC. Af-
ter all particles pass through the policy module, the value network
assigns each of them a score. The SMC then resamples based on
these scores, shifting the distribution toward particles with higher
likelihood.

orders of CAD operations can produce the same �nal B-rep, this
value function must be order-invariant.

Previous works on CAD generation often evaluate their re-
sults by computing the Chamfer Distance between the gener-
ated B-rep and inputs such as voxels [UCS*22; KSA23], point
clouds [GLP*22; ZHFL23; LCP*24], or meshes [GXL13]. In con-
trast, directly comparing our generated B-rep with the input 3D
sketch is not meaningful. Such a comparison only reveals which
strokes have been explained by the program. But many construc-
tion lines are not intended to appear in the �nal shape, and the input
sketch itself is sparse.

Instead, we evaluate the generation process by computing the
Chamfer distance between the generated B-rep and the ground-
truth B-rep. However, during inference, the ground-truth shape is
not available, making direct computation infeasible. To address
this, we train a neural network that takes the current graph Gt as
input and learns to predict a proxy for the Chamfer distance. This
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Figure 10: We build a tree from a a partial CAD program by simulating future actions. Each branch represents a possible choice by the
policy module. Non-terminal states' values are based on their child nodes weighted by probabilities. Terminated states are evaluated using
Chamfer distance to the ground truth shape.

learned value function enables geometry-aware scoring of partial
CAD programs without the ground truth during generation.

6.1.1. Immediate Value Estimation

A straightforward approach is to train our neural network to predict
the Chamfer distance Sf of the current B-rep. However, as Cham-
fer distance is correlated with the volume of the shapes, operations
that create larger volumes (e.g., extrude, which produces a solid
block) might have greater impacts on the Chamfer distance than op-
erations that modify smaller features (e.g., fillet, which rounds
edges). In our experiments, we observe that the SMC sampling pro-
cess with this immediate value estimation tend to favor samples that
prioritized extrude operations, leading to a greedy search behav-
ior.

6.1.2. Expected Value Estimation

A more principled way to evaluate a partial CAD program is by
estimating the quality of its expected �nal output. Inspired by prior
works such as AlphaGo [SHM*16; SSS*17], we construct a search
tree that explores possible future executions from the current pro-
gram state (Figure 10). The value of a partial program is then
computed by aggregating the values of all possible completions,
weighted by their probabilities. We de�ne the value of this partial
programs as:

V(s) = å
a2A

P(ajs)V(s0)

where:

� V (s) is the value of the current state.
� A is the set of possible operations from s.
� P(ajs) is the probability of writing program a from state s.
� s 0 is the next state obtained by applying a to s.
� V (s 0) is the value of the next state, or the Chamfer distance if it

is an termination state.

However, constructing a complete tree that explores all possible
executions of the system is computationally infeasible. We approx-
imate this process using Monte Carlo Tree Search (MCTS), which
focuses exploration on high-impact branches. Implementation de-
tails of our MCTS algorithm are provided in Appendix I.

To train the value network, we use the search trees generated by
our MCTS procedure to construct a dataset that provides estimated
values for program states at various stages of execution. We adopt
the same graph encoder (detailed in Appendix E) to produce node
embeddings, then passed through a value decoder (Figure 8) to pre-
dict a scalar value representing the estimated quality of the current
state. We train the value network using a contrastive loss that en-
courages higher scores for better programs:

max
�
0; m � y i j (Si � S j )

�
;

where (i; j) denotes a sampled pair of programs from distribu-
tion D, Si and Sj are their predicted scores, yi j 2 f1; �1g indicates
whether program i is better than program j, and m = 0:2 is the mar-
gin.

7. Implementation

7.1. Dataset

There exist multiple datasets for CAD, such as Deep-
CAD [WXZ21], the ABC dataset [KMJ*19], and the Fusion360
Gallery [WPL*21]. However, none of these datasets provide
sketches suitable for training our model. In contrast, the OpenS-
ketch dataset [GSH*19] offers paired sketches and 3D meshes, but
it contains only 12 shapes, these shapes require a broader set of
CAD operations than the four supported by our current system,
and the dataset does not provide the sequence of operations that
produced each shape.

We develop a novel method to generate noisy synthetic 3D
sketches that imitate human sketches (detailed in Appendix J) and
prepare two datasets using it. The �rst dataset (referred as Dataset
A in later discussions(Figure 12 and Figure 14), builds on the CAD
data introduced by [HLMB22] and consists of 1361 CAD program
and 3D sketch pairs (with construction lines) and includes pro-
file, extrude, and fillet operations. Each program contains
exactly 8 operations, and the resulting sketches have an average of
78.6 strokes, with a minimum of 35 and a maximum of 143 strokes.
To increase diversity and complexity, we procedurally generate a
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second dataset (referred as Dataset B in later discussions) compris-
ing 4000 CAD program and 3D sketch pairs (Figure 13 and Fig-
ure 15), covering all four basic operations: profile, extrude,
fillet, and chamfer. Program lengths range from 3 to 15 op-
erations, with an average of 9.2. The resulting sketches vary from
17 strokes at the simplest end to 307 strokes at the most complex,
with an average of 122.3 strokes.

Both datasets are divided into 80% for training and 20% for val-
idation. They feature diverse designs (exampled in Figure 14, 15)
and differs in program length, program patterns, spatial relation-
ships between strokes, as well as in how feature lines and con-
struction lines are drawn. We train on these datasets jointly to high-
light generality. In Section 8, we present results from training both
separately and jointly (by randomly merging them into a single
combined dataset), demonstrating our system's ability to generalize
across a wide range of sketching styles.

7.2. Network Training and Inference

We implement our neural networks in PyTorch Geometric and will
release the code upon acceptance. Training is performed on an
NVIDIA GeForce RTX 4090 GPU. The policy networks (including
four stroke/loop entity selection tasks and the operation prediction
network) are trained in approximately 2 hours in total. The value
network takes �10 hours. At inference time, our system generates
a CAD program ( 9 operations) in �30 seconds using 30 parallel
particles in the SMC framework.

8. Results and Evaluation

8.1. Baseline Method : Order Based Reconstruction

We implemented a baseline algorithm that processes strokes in the
order they were drawn. In this approach, strokes are sequentially
added, and whenever they form a closed loop, the algorithm groups
them into a sketch loop. When such loops correspond to higher-
level entities (e.g., a cuboid), the algorithm generates the corre-
sponding sketch and extrude operations to construct the intended
geometry.

However, this approach faces two major challenges. First, artists
often draw in inconsistent order, sometimes revisiting earlier parts
of the sketch. Second, sketches frequently include construction
lines, which can form loops with feature lines. This algorithm often
mistakenly interpret these as valid sketches, resulting in errors. To
evaluate this method, we selected 100 short programs from Dataset
B (each containing only six operations). The baseline succeeded in
generating only 1 out of 100 shapes, clearly illustrating its limita-
tions.

8.2. Baseline Method : Stroke Filtering as Preprocessing

Another baseline method we consider is a two-stage pipeline. The
�rst stage selects strokes that either appear in the �nal shape or in
intermediate shapes, since these strokes can help generate the entire
CAD generation process. Such strokes include both feature lines
and a subset of construction lines. Our objective is to use only these
selected strokes to predict the CAD program, thereby reducing the

burden on the network. Speci�cally, we train a network to perform
binary classi�cation of strokes, separating those that are ever used
in the shape's generation history (i.e present in intermediate shapes
or the �nal shape) from those that are not (i.e. construction lines
used solely for perspective correction). This classi�er adopts the
same graph encoder as our main pipeline to compute node embed-
dings, followed by a multilayer perceptron (MLP) that operates on
the stroke nodes.

We evaluated this approach on 500 shapes sampled from
Dataset B. The preprocessing network achieved an accuracy of
86:2% in distinguishing between strokes that are used and those
that are not used during the construction process. However, only
173=500 examples retained all the lines required to fully gener-
ate the program. For the remaining 327=500 examples, recovering
the correct program was dif�cult regardless of the generation al-
gorithm. This stroke pre-processing does not work well because it
is inherently challenging to determine which construction lines are
essential for the generation process in a single-shot prediction. In
contrast, our method (proposed in this work) addresses this chal-
lenge through an autoregressive formulation, where later predic-
tions can build on earlier ones, making it easier to capture the nec-
essary lines for program recovery. We provide example results of
predicting lines that are used in the shape's generation history in
Figure 11.

8.3. Overall Performance

We train our network on the two datasets both separately and
jointly. Joint training on Dataset A and Dataset B enables broader
generalization, but it also introduces challenges due to stylistic in-
consistencies between the datasets. For example, Dataset B often
uses diagonal lines to denote pro�le planes, whereas Dataset A
does not (Figure 14, Figure 15). Such differences can confuse the
network, since identical operations are represented with different
visual cues. Nevertheless, our system remains capable of making
valid predictions by reasoning about underlying spatial relation-
ships rather than relying solely on dataset-speci�c patterns. This
indicates that the model learns to infer higher-level geometric in-
tent, contributing to its robustness.

To assess shape quality, we compute the Chamfer distance be-
tween the generated shape and the ground-truth shape in the vali-
dation set, using 300 uniformly sampled surface points. A gener-
ation is considered successful if the Chamfer distance is less than
1% of the bounding box diagonal of the ground truth shape. We
also present several failure cases and their underlying causes in Fig-
ure 16.

We observe that the value function often struggles to distinguish
�ne-grained shape differences, particularly those involving small
features such as fillet or chamfer operations. For instance,
on Dataset B with the MCTS value function, the top-1 accuracy is
83.5%, compared to 91.0% for top-3. This gap re�ects cases where
multiple candidates exhibit similar Chamfer distances at the end of
the generation process, making top-k outputs more reliable for user
selection. More comparisons can be found in Table ??. To miti-
gate this limitation, our system returns the top-3 predicted shapes,
ranked by the values given by the value function, and allows users
to select their preferred result.



Y. Li et al. / CADrawer: Autoregressive CAD Generation from 3D Sketches 9 of 22

Table 1: Top-1 vs. Top-3 success rate (%) (Chamfer distance < 1%
of the ground-truth bounding-box diagonal) using the MCTS-based
value function.

Dataset A Dataset B Joint (A + B)

Top-1 76.5% 83.5% 70.0%
Top-3 82.0% 91.0% 82.5%

Table 2: Top-3 success rate (%) (Chamfer distance < 1% of
the ground-truth bounding-box diagonal) with different sampling
strategies.

Sampling / Value Function Dataset
A

Dataset
B

Joint
(A +
B)

No Sampling / No Value Function 59.0% 67.0% 48.0%
Uniform Sampling 60.0% 67.0% 47.5%
Based on number of strokes used 67.0% 72.5% 59.5%
Immediate Value Function 82.0% 89.0% 80.0%
MCTS-based Value Function 82.0% 91.0% 82.5%

In Table ??, we compare the effectiveness of three sampling
strategies: (1) a baseline without resampling, (2) Uniform Sam-
pling, (3) Sampling solely based on the number of strokes used at
each step, (4) SMC sampling with resampling based on an imme-
diate value function (Section 6.1.1), and (5) SMC sampling guided
by a value function trained to estimate the expected �nal outcome
(Section 6.1.2).

Comparing (1) (2) and (3) in Table ??, we observe that uni-
form sampling does not lead to a substantial improvement com-
pared to no sampling, as both strategies effectively correspond to
either no resampling or random resampling of particles. In con-
trast, when we incorporate the number of strokes used as a sam-
pling value—encouraging particles that utilize more strokes to be
sampled more frequently – we observe marginally improved re-
sults. This is because simply favoring particles with more strokes is
not always bene�cial: it can bias the search toward selecting planes
with many strokes or extrude operations that generate additional
strokes, rather than toward semantically correct constructions.

Comparing settings (4) and (5) in Table ??, we �nd that the value
function trained on expected �nal values does not yield improve-
ment over the immediate value function on Dataset A, while pro-
viding a more noticeable bene�t on Dataset B. This is likely be-
cause all programs in Dataset A follow a �xed operation sequence.
As a result, greedy strategies that prioritize high impact operations
like extrusion do not lead to incorrect programs. Though they still
provide a substantial improvement over not using sampling at all
(1).

8.4. Accuracy on Individual Tasks

We further assess the accuracy of individual modules (Table 3),
covering operation prediction and stroke selection for profile,
extrude, fillet, and chamfer. Chamfer accuracy is not re-
ported for Dataset A, since it contains no chamfer operations, and

Table 3: Accuracy (%) for operation prediction and corresponding
strokes (or loops) selection across different dataset setups.

Task Type Dataset A Dataset B Joint (A +
B)

Profile 88.7% 94.2% 82.2%
Extrude 94.2% 97.4% 93.3%
Fillet 89.6% 99.6% 94.5%
Chamfer / 82.7% /
Next Operation 99.7% 89.9% 92.1%

NOTE: This table extends into the right column because of the edits
tag. In the �nal version, once the tag is removed, the formatting will
display correctly.

Table 4: Ablation study of graph design. We report average accu-
racy for Profile, extrude, and fillet selection tasks.

Edge Type Removed Profile Extrude Fillet

Full Graph 88.7 94.2 89.6
No Stroke-intersect-Stroke 86.7% 65.1% 82.1%
No Loop-perpendicular-Loop 81.1% 84.4% 87.7%
No Loop-contains-Loop 69.3% 93.6% 89.2%
No Stroke-to-Loop 82.3% 13.5% 85.6%
No Stroke Order 67.2% 92.8% 70.4%
No Loop Nodes 45.6% / /

is also omitted for joint training, as the results are identical to those
of Dataset B. A prediction is considered correct only if all corre-
sponding strokes (or loops) are selected. The task is considered a
failure if any extra strokes or loops are selected.

8.5. Ablation Study: Graph Design

We examine our graph design by removing different graph edge
types and record the network's performance on profile, ex-
trude and fillet stroke selections on Dataset A. We show in
Table 4, that removing any of these graph edges would lead to a
decrease in certain tasks. Additionally, we experiment with a graph
that contains only stroke nodes. In this setting, the profile pre-
diction is reformulated as identifying all strokes that form the pro-
�le region. The result of this variant is shown in the last row of the
table.

8.6. Impact of Program Length and Sampling Budget

Our system's performance declines as the length of the target CAD
program increases. Also larger number of particles during the SMC
sampling process may improve results. We quantify this relation-
ship using Dataset B (which has varying program length) in table 5.

Our system performance degrades signi�cantly for programs
longer than 10 steps, and especially beyond 12. These failure cases
often involve missing smaller geometric features, such as fil-
lets or chamfers (Figure 16). This degradation is likely due to
several factors. First, longer programs correspond to sketches with
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Table 5: Top-3 results success rate (%) (Chamfer distance is less
than 1% of the bounding box diagonal) on Dataset B across differ-
ent program lengths and numbers of SMC particles.

Particles < 5 Step 5–7 Step 8–10 Step 11–15 Step

30 Particles 99.2% 94.4% 82.9% 38.5%
50 Particles 99.2% 95.1% 83.9% 48.0%
100 Particles 99.2% 95.1% 87.4% 52.1%

more strokes, which inherently increases dif�culty of the genera-
tion process. Second, autoregressive models are more prone to er-
rors as sequence length increases. Third, the value estimation func-
tion performs less reliably on complicated densely sketches, which
makes it hard to identify the 3 most promising �nal outputs.

8.7. Comparison with Free2CAD

We demonstrate that incorporating construction lines enables our
method to reconstruct shapes that previous approaches, such as
Free2CAD [LPBM22], fail to capture. The limitation arises be-
cause relying solely on feature lines makes it dif�cult to recover
the complex sequence of additive and subtractive operations. Mul-
tiple edits may occur in the same spatial region and their traces are
often absent in the �nal geometry.

In Figure 17, we highlight six examples taken from the
Free2CAD supplemental material where the system was unable to
generate the correct shapes. (Most results provided in this supple-
mental material succeed, leaving very limited failed examples to
compare with). In these examples, Free2CAD takes input sketches
with only feature lines, which provides too little information to re-
construct the correct shape. To enrich the information, we redrew
the sketches with construction lines before processing them with
our method. The inclusion of construction lines provides additional
cues about intermediate structures in the modeling process, allow-
ing our approach to accurately interpret them and produce �nal
shapes that more closely match the sketch's intent. We stress that
although our method succeeds on these examples, it operates on
sketches that differ from the original Free2CAD inputs. We also
emphasize that our comparison focuses on selected failure cases
from Free2CAD and does not re�ect its overall performance or cor-
rectness.

Another possible comparison is to evaluate both systems on
sketches that include construction lines. However, as the setup of
Free2CAD differs from ours and is designed to use all strokes pro-
vided in the input, it cannot function meaningfully on sketches that
contain many construction lines unused in the �nal shape.

Finally, we evaluate our system on the same sketches contain-
ing only feature lines (Figure 18). Under this setting, our method
also fails in four out of six cases. This further highlights the impor-
tance of construction lines in providing critical information for the
reconstruction process.

8.8. Evaluating on Synthetic 2D Sketches

We qualitatively evaluate our method on synthetic 2D sketch
drawings that are lifted to 3D to simulate noisy 3D sketches.
Speci�cally, we �rst sample a subset of examples from
CAD2Sketch [HLMB22], which generates 2D sketches from 3D
shapes. We then uplift these sketches into 3D space using a
symmetry-based algorithm [HGSB22]. As shown in Figure 19, our
method successfully reconstructs the intended shapes.

8.9. User Study: Creating 3D Shape from 2D Sketches

We further evaluated our method on real-world 2D drawings.
Speci�cally, we invited three students with limited prior CAD de-
sign experience and one student designer pro�cient in CAD design.
We asked each participant to draw freehand sketches in 2D using a
drawing interface that lifts 2D sketches into 3D [WB25; HGSB22]
(see the interface in Appendix K). The resulting 3D sketches were
then processed with CADrawer to generate 3D B-rep shapes. Each
participant �rst received a brief 15-minute tutorial on the UI system
(Appendix K) and on perspective drawing. They were then asked
to produce three sketches of their choice in 2D space, which the
system automatically uplifted into 3D sketches. We did not pro-
vide target shapes, so participants could draw freely. We encour-
aged users to draw more complex shapes. However, maintaining
correct perspective during sketching is dif�cult, and inaccuracies
in perspective can adversely affect the performance of the 3D lift-
ing algorithm for downstream tasks. While the participants exhib-
ited diverse sketching habits, most of them used construction lines,
consistent with our assumption (further discussed in Appendix L).

On average, participants spent about 21 minutes completing all
three sketches. Students with limited prior CAD design experience
found perspective drawing increasingly dif�cult as the sketches
grew more complex, whereas the pro�cient student designer found
our UI more intuitive and convenient. We then applied CADrawer
to translate these 3D sketches into CAD programs, with the results
presented in Figure 20.

We used a 5-point scale (1 = very unsatis�ed/very different, 5
= very satis�ed/highly similar) to evaluate participant feedback.
Overall, participants reported a high level of satisfaction with both
the sketching process and the automatic 3D lifting. The average
similarity score was 4.6/5, indicating that the generated shapes
were generally considered close to the original sketches. The sys-
tem also received an average ease-of-use rating of 4.2/5. All par-
ticipants with limited CAD experience agreed that it made creating
3D shapes easier than working directly with CAD software. In con-
trast, the pro�cient student designer found direct modeling in CAD
software easier and more intuitive.

8.10. User Study: Expert Manual Shape Reconstruction

We also conducted a second user study to directly compare hu-
man experts in reconstructing 3D shapes from sketch drawing with
the automated generation process of CADrawer. We invited three
student designers from a prestigious design school, each pro�-
cient in CAD software and experienced in manual modeling work-
�ows. In this study, participants were provided with six 3D sketches
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and asked to reconstruct the corresponding B-rep shapes manually,
without the assistance of our system.

During the process, we observed that participants often strug-
gled with sketches that involved complex modeling steps, particu-
larly those requiring multiple subtraction operations. Overlapping
strokes frequently created visual ambiguities, making it dif�cult to
determine the intended sequence of operations. Participants also
encountered challenges in accurately interpreting perspective from
the sketches, whereas CADrawer automatically extracts precise ge-
ometric parameters from strokes.

At the same time, human designers demonstrated strong contex-
tual reasoning and an ability to infer design intent beyond what was
explicitly drawn. This often allowed them to avoid certain mistakes
made by our system, such as misinterpreting partially drawn or am-
biguous strokes. Notably, they could still infer correct parameters
even when stroke values extended beyond the thresholds used by
our algorithm.

We present a side-by-side comparison of the manually created
shapes and the results generated by our system in Figure 21. This
comparison illustrates the complementary strengths of expert hu-
man reasoning and automated CAD generation.

9. Conclusion

We introduce CADrawer, a new framework for generating CAD
programs from 3D sketches.To the best of our knowledge, we are
the �rst to leverage sketch construction lines as additional infor-
mation for recovering intermediate CAD operations, which allows
us to successfully manage complex sketches that challenged previ-
ous approaches. But construction lines bring additional clutter and
ambiguity, which we handle with a combination of autoregressive
prediction and Sequential Monte Carlo exploration.

A key challenge that remains is the lack of large-scale datasets
of real-world sketch drawings and their corresponding B-rep pro-
grams. Acquiring such data is dif�cult due to the manual effort
required. This limitation constrains the diversity of training sam-
ples and hinders the model's ability to generalize across varying
sketching styles and modeling work�ows. This limitation, shared
by Free2CAD and prior methods, highlights an important direction
for future work.

One promising direction is to adopt a bootstrapped program
synthesis strategy, as explored in [JWR22; EWN*21; JGMR23],
where two networks are jointly trained to synthesize programs
from sketches and generate human-like sketches from programs at
the same time. This approach enables training an initial inference
model on a small dataset, executing it to generate synthetic sketch-
program pairs, and iteratively re�ning both the model and dataset
via self-supervised learning.
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Figure 11: Stroke �ltering as a preprocessing step. We show two sets of results where strokes are classi�ed as either used in the generation
history or not. In both exampkes, some essential strokes are excluded, making the correct reconstructing infeasible.

Figure 12: We show the entire process of generating a CAD program from Dataset A. For each step, the selected strokes (highlighted in red)
are shown at the top of the box, while the generated B-rep is shown at the bottom.

Figure 13: We show the entire process of generating a CAD program from Dataset B. For each step, the selected strokes (highlighted in red)
are shown at the top of the box, while the generated B-rep is shown at the bottom.

Figure 14: We show eight results of CAD program generation from Dataset A. Each box contains one result, with the shape shown from two
different perspectives.
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Figure 15: We present seven results of CAD program generation from Dataset B with varying program length. Each box contains one result,
with the shape shown from one or two different perspectives.

Figure 16: We present six failure cases. In each box, we show the input 3D sketch, the ground truth, our generated result, and the incorrectly
selected strokes in the 3D sketch that led to the failure. Differences between our result and the ground truth are highlighted for clarity. The
most common failures involve misclassi�cation of small features such as fillets or chamfers, as seen in the �rst row.

Figure 17: We present six examples from Free2CAD [LPBM22]. In each box, the top row shows the ground truth shape, the input sketch for
Free2CAD, and the result generated by their method. The bottom row shows our redrawn sketch with construction lines and the corresponding
result produced by our system. Original �gures copied from Free2CAD.


